
20
21

15x super-telephoto zoom with 
28mm wide-angle capability
The COOLPIX L100 combines ease of 
shooting with the compositional freedom 
of a 15x Zoom-NIKKOR lens that covers 
everything from 28mm wide-angle to 
420mm super-telephoto shooting. Its 
design will help you capture all those 
special moments with such quality and 
clarity that makes lasting memories an 
even greater joy. It even covers macro 
shooting ability from as close as 1 cm 
(0.4 in.) from your subject.

Advanced image stabilizing features 
that ensure sharper results
Motion Detection helps you produce 
s h a r p e r  r e s u l t s  b y  a u t o m a t i c a l l y 
c o n t r o l l i n g  s h u t t e r  s p e e d .  L i g h t 
sensitivity (ISO) settings compensate for 
camera shake and subject movement. 
Furthermore, Nikon’s BSS (Best Shot 
Selector) function automatically selects 
the shot with the sharpest focus from a 
series of consecutive images.

High-resolution LCD monitor
A large, bright LCD monitor (L20: 3-in. / 
L19: 2.7-in.) makes it easy to compose shots 
and play them back anywhere, ensuring 
clear viewing even in direct sunlight.   

Easy Auto Mode with Scene 
Auto Selector
Easy Auto Mode simplifies photography 
by taking control of settings, so you can 
just turn on the camera and shoot freely. 
Nikon’s Scene Auto Selector enhances 
carefree shooting in a variety of situations 
by recognizing the type of setting and 
automatically selecting the appropriate 
scene mode.

Other features
 10.0 effective megapixels (L20)

 8.0 effective megapixels (L19)
 3.6x Zoom-NIKKOR lens
 Powered by commonly available AA-batteries
 ISO 1600 capability
 Smart Portrait System
 D-Lighting 

Black
Metallic

Bright
Silver

Deep Red

COOLPIX L20 COOLPIX L19

Shiny Pink
Black

With Motion DetectionWithout Motion Detection

Sport Continuous Mode
The ability to shoot up to 30 consecutive 
pictures* at 13 fps will help you capture 
all those action scenes you wish to shoot.   

* Feature available only for image sizes of 3M (2048 x 1536) 
or smaller.

User-friendly image stabilizing 
features help ensure 
sharper results
Nikon’s image sensor shift VR image 
stabilization compensates for the effects 
of camera shake, while Motion Detection
automatically controls shutter speed. 
Furthermore, the ISO settings compensate 
for camera shakes and subject movement. 
The ISO 3200* capability helps give you 
sharper results when shooting in low light 
or capturing fast-moving subjects.

* ISO 3200 is available only for image sizes of 3M (2048 x 1536) 
or smaller.

Other features
 Powered by commonly available AA-batteries
 10.0 effective megapixels
 3-in. high-resolution LCD monitor with 

 anti-refl ection coating
 Easy Auto Mode with Scene Auto Selector
 Food Mode
 Smart Portrait System
 D-Lighting 
 Distortion Control

Reliable and easy to use with advanced functions that make it fun to achieve beautiful results.

The joy of carefree shooting and consistently great pictures. 

15x super-telephoto zoom with 28mm wide-angle capability combines with advanced picture-taking functions to help capture all those precious moments.

Bring precious moments even closer. 

L20 L20L19 L19
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Camera System

 Resolution and Optics

Effective megapixels
The number of pixels that actually make up the image captured by a digital 
camera. Images recorded with more effective megapixels will therefore 
contain a larger amount of image information, resulting in higher-level 
sharpness.

NIKKOR Lenses
Highly respected by leading professional photographers, NIKKOR 
lenses are known for their outstanding autofocus performance, 
true-to-life color, high contrast, and exceptional sharpness.

Optical Zoom
COOLPIX cameras offer ample zooming capability. They make it easy to 
capture expansive landscapes or to zoom in for tight portraits.

VR Image Stabilization
Refer to page 6.

 Interface

Anti-refl ection coating (LCD)
Anti-reflection coating on the LCD monitor improves visibility, even 
outdoors in the sun.

Mode Dial
The custom-designed Mode Dial provides quick and easy access 
to greater personal control over camera operation.

Rotary Multi Selector
The Rotary Multi Selector simplifi es operation and speeds up 
the selection of functions.

Touch Screen
Refer to page 7.

Wide-viewing angle (LCD)
LCD monitors with wider viewing angles enhance shooting versatility. It 
also makes it easy for a group to watch images or slideshows together.

Shooting Features

Control Options

Aperture-priority Auto mode
Enabling greater control over depth of fi eld, Aperture-priority Auto mode 
lets you manually select aperture size, while the camera chooses the 
optimal shutter speed.

Automatic ISO sensitivity
Automatically adjusts light sensitivity to ensure optimal exposure for 
sharp results and carefree shooting, even in lower light.

Continuous Shooting
Swift Continuous Shooting capability lets you take a series of pictures in 
quick succession, making it easy to capture action as it happens.

Easy Auto Mode
Easy Auto Mode makes photography even easier by taking control of 
settings, meaning you can simply turn the camera on and take pictures 
immediately.

Fixed ISO sensitivity
Manually set light sensitivity to have personal control on shooting 
effectively in lower light conditions, or to capture fast-moving subjects 
with outstanding clarity.

High Sensitivity
Refer to page 6.

Macro Mode
Macro Mode lets you fill the frame with small objects, 
adjusting the lens for much closer focus and stopping down 
the aperture for maximum depth of fi eld.

Motion Detection
Refer to page 6.

NRW (CCD RAW) format support
The NRW (RAW) file format support for Nikon COOLPIX cameras allows 
for images shot in NRW (RAW) format to be viewed and edited in-camera. 
NRW (RAW) images can also be opened in ViewNX (Windows version only).

Shutter-priority Auto mode
Shutter-priority Auto mode lets you manually select shutter speed, while 
the camera chooses the optimal aperture.

Sport Continuous Mode
High-speed capture settings help you to keep ahead of almost any action 
scene you wish to shoot.

White Balance
White Balance automatically ensures accurate, optimal color temperature 
across a range of lighting conditions, keeping colors true as you perceive them.

1:1 size format
1:1 size format allows photos to be shot using 1:1 (square) ratio.

 Shooting Assist Features

Active Zoom
Unlike digital zooms which enlarge image data, Active Zoom crops the 
image from the maximum image size. Therefore, Active Zoom minimizes 
image deterioration and delivers high-resolution data.

BSS (Best Shot Selector)
BSS (Best Shot Selector) automatically selects the shot with the sharpest 
focus from a series of consecutive images.

Blink Warning
Blink Warning notifies you when a subject blinks during exposure, 
allowing you to immediately retake the shot.

Face-priority AF
Refer to page 6.

Scene Auto Selector
Refer to page 7.

Scene modes
Scene modes make it easy to achieve pleasing results in a wide range of 
common situations. 
Refer to page 24.

Smile Mode
Refer to page 6.

Subject Tracking
Refer to page 7.

Image Enhancement

Black border
Adds a black border around the edge of photos at replay and saves the 
results as new image fi les.

Color Options
Color Options let you produce more creative results in a manner similar of 
using a fi lter, letting you change the mood of your images with a choice 
of Standard color, Vivid color, Black-and-white, Sepia and Cyanotype.

Distortion Control
Distortion Control corrects for barrel distortion occurring in wide-angle 
images. It even displays the corrected image on the LCD in real time.

D-Lighting/Active D-Lighting
D-Lighting/Active D-Lighting is a unique technology that adds light and 
detail where necessary while leaving correctly-exposed areas untouched to 
produce signifi cantly improved images with a more natural-looking fi nish.

In-Camera Red-Eye Fix
Refer to page 6.

Quick Retouch
Quick Retouch automatically adjusts the contrast and saturation of 
selected photos to create an enhanced copy with the right fi nishing touch.

Playback / Output 

Face Zoom-in
Zoom right in on the subject’s face during playback, and use the Multi-selector 
button to move freely to the faces of other subjects in the same photo.

HD Pictmotion 
Refer to page 7.

Movie / Audio

Time-lapse Movie
Time-lapse Movie mode creates movies out of images taken using the Time-
lapse feature, which enables users to specify the interval between shots.

TV Movie
TV movie mode records VGA-size images (640 x 480 pixels) that fit 
perfectly on a TV screen. Small Size movie produces QVGA-size movies 
(320 x 240 pixels).

Voice Recording
Voice Recording allows users to record hours of sound, which can be 
useful to capture important conversations, meetings and bright ideas.

Image Organization

Favorite Pictures
The Favorite Pictures function lets you organize images and save them to 
albums that you create within the camera.

Small Picture
The Small Picture function automatically reduces the size of data for 
selected images, making them better suited for emailing.

Connectivity / Storage

GPS
A built-in GPS (Global Positioning System) unit lets you record the location 
(latitude and longitude) of your shots as ”geotags.”

HDMI support
HDMI (High Defi nition Multimedia Interface) connectivity allows you to 
enjoy high-quality HDTV slideshows. 

Internal memory
Internal memory gives you the freedom to shoot images at any time, even 
when you are not carrying any memory media.

System Expansion

Converter lenses
Optional wide-angle converter lens adds greater range to further increase 
expressive freedom.

External fl ash
Attach external fl ashes with Nikon’s advanced i-TTL control, including the 
Speedlight SB-400, SB-600, and SB-900.

*1 Setting is available only for image sizes of 3M (2048 x 1536) or smaller.    *2 Setting is available only for image sizes of 5M (2592 x 1944) or smaller.

Explanation of functions

35mm (35mm format 
equivalent)

123mm (35mm format 
equivalent)

Digital Zoom 492mm (35mm 
format equivalent)

S630 S620 S230 S220 S60 P6000 P90 L100 L20 L19

Easy Auto Mode - - - - - - -

Fixed ISO sensitivity - - -

High Sensitivity 6400*1 6400 2000 2000 3200*2 6400*1 6400*1 3200*1 1600 1600

Macro Mode 2 cm 2 cm 10 cm 10 cm 9 cm 2 cm 1 cm 1 cm 5 cm 5 cm

Motion Detection - -

NRW (RAW) format support - - - - - - - - -

Shutter-priority Auto mode - - - - - - - -

Sport Continuous Mode - - - - - - -

White Balance

1:1 size format - - - - - - - -

Active Zoom

BSS (Best Shot Selector)

S630 S620 S230 S220 S60 P6000 P90 L100 L20 L19

Blink Warning -

Face-priority AF

Scene Auto Selector -

Scene modes 16 16 16 16 16 15 16 15 16 16

Smile Mode -

Subject Tracking - - - - - - - - -

Black border - - - - - - - -

Color Options - - -

Distortion Control - - - -

D-Lighting/Active D-Lighting

In-Camera Red-Eye Fix

Quick Retouch - - - - -

S630 S620 S230 S220 S60 P6000 P90 L100 L20 L19

Face Zoom-in

HD Pictmotion - - - - - - - - -

Time-lapse Movie - - - - 30 fps 30 fps 30 fps - - -

TV Movie 30/15 fps 30 fps 30/15 fps 30/15 fps 30/15 fps 30/15 fps 30/15 fps 30/15 fps 30/15 fps 30/15 fps

Voice Recording - - -

Favorite Pictures - - - - - -

Small Picture

GPS - - - - - - - - -

HDMI support - - - - - - - - -

Internal memory 44 MB 45 MB 44 MB 44 MB 20 MB 48 MB 47 MB 44 MB  20 MB  20 MB

Converter lenses - - - - - - - - -

External fl ash - - - - - - - - -

S630 S620 S230 S220 S60 P6000 P90 L100 L20 L19

Effective megapixels 12.0 12.2 10.0 10.0 10.0 13.5 12.1 10.0 10.0 8.0

NIKKOR Lenses

Optical Zoom 7x 4x 3x 3x 5x 4x 24x 15x 3.6x 3.6x

VR Image Stabilization - -

Anti-refl ection coating (LCD) - - -

Mode Dial - - - - - - - -

Rotary Multi Selector - - - - - - - -

Touch Screen - - - - - - - -

Wide-viewing angle (LCD) - - - - - -

Aperture-priority Auto mode - - - - - - - -

Automatic ISO sensitivity

Continuous Shooting

VR Image
Stabilization

Motion
Detection

Subject
Tracking

Scene Auto
Selector

Touch
Screen

In-Camera
Slideshow
With Music

Smart Portrait
System

Smart Portrait
System

Smart Portrait
System

High
Sensitivity
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COOLPIX S630

COOLPIX S620

COOLPIX S230

COOLPIX S220

COOLPIX S60

COOLPIX P6000

COOLPIX P90

COOLPIX L100

COOLPIX L20

COOLPIX L19

COOLPIX S630

COOLPIX S620

COOLPIX S230

COOLPIX S220

COOLPIX S60

COOLPIX P6000

COOLPIX P90

COOLPIX L100

COOLPIX L20

COOLPIX L19

COOLPIX S630

COOLPIX S620

COOLPIX S230

COOLPIX S220

COOLPIX S60

COOLPIX P6000

COOLPIX P90

COOLPIX L100

COOLPIX L20

COOLPIX L19

Puts the background out 
of focus to emphasize the 
subject. Portrait subjects 
benefi t from smooth, natural-
looking skin tones.

Portrait

Achieves a natural balance 
between the main subject and 
background lighting in portraits 
taken at night.

Night Portrait

Makes the most of beautiful 
colors seen in sunsets and 
sunrises.

Sunset

Lets users compose and 
photograph small objects at 
close range.

Close-up

Blends sharpness with higher 
than normal contrast to 
capture text or drawings with 
greater clarity in black-and- 
white.

Copy

Provides greater depth of 
fi eld. Camera focuses at 
infi nity.

Landscape

Captures bright, natural-
looking portraits indoors while 
maintaining background details.

Party/Indoor

Preserves the colors seen in 
weak natural light conditions, 
for example before sunrise or 
after sunset.

Dusk/Dawn

Many museums don’t allow 
the use of fl ash, so Museum 
mode reduces the effects of 
camera movement to enable 
sharper shots without fl ash.

Museum

Because bright backgrounds 
can cause nearby subjects to 
underexpose, Backlight mode 
adds fl ash automatically to 
the foreground to ”fi ll in” the 
shadows.

Backlight

Increases shutter speed, so users 
can freeze the action in a single 
shot and record motion as a series 
of pictures.

* The COOLPIX S630, P90 and L100 are equipped 
with Sport Continuous Mode.

Sports

Slow shutter speeds are used 
to produce stunning night 
landscapes.

Night Landscape

Keeps backgrounds and 
human subjects vivid despite 
the uncommonly bright 
conditions.

Beach/Snow

Slow shutter speeds capture 
the light trails of dramatic 
bursting fi reworks with 
satisfying color and clarity.

Fireworks Show

Helps capture close-ups of 
food more beautifully in 
restaurants or at other tables 
without using fl ash.

Food

Panorama Maker is software available with Nikon's 
complementary Software Suite. A series of pictures taken 
in Panorama Assist mode can be joined to produce a single 
seamless panorama.

Note: Images shown above are for representation purposes only.

Panorama Assist

COOLPIX ACCESSORIES

Composite image Original images

Supplied accessory       Optional accessory

* Applicable to Nikon Transfer within the Software Suite CD-ROM

Software Suite*

Note:CD-ROM drive required for installation. Only built-in USB ports are supported.

OS
Macintosh: Mac OS X version 10.3.9, 10.4.11, 10.5.5
Windows: Windows Vista (32bit), Windows XP Professional/Home Edition pre-installed models

* When used with Adapter Ring UR-E21.

Discover the simplicity of scene modes

All models

All models

All models

All models

All models

All models All models*

All models

All models

All models

All models

All models

All models

All models

Battery Chargers Batteries Software

Lens ConvertersAV/USB Cables Lens Cap

AC Adapters Speedlights

Battery Charger 
MH-61

Battery Charger 
MH-63

Battery Charger 
MH-65

Battery Charger 
MH-72

Rechargeable
Li-ion Battery 

EN-EL5

Rechargeable
Li-ion Battery 

EN-EL10

Rechargeable
Li-ion Battery 

EN-EL12

Rechargeable
Ni-MH Battery 

EN-MH2 Software Suite

USB Cable 
UC-E6

USB Cable 
UC-E13

Audio Video Cable 
EG-CP14

Audio Video Cable 
EG-CP15

Wide-angle Converter 
WC-E76*

Adapter Ring 
UR-E21

Lens Cap 
LC-CP19

Lens Cap 
LC-CP20

AC Adapter 
EH-62A

AC Adapter 
EH-62D

AC Adapter 
EH-62F

AC Adapter 
EH-63

AC Adapter 
EH-65A

AC Adapter 
EH-66

AC Adapter 
EH-67

Speedlight
SB-400

Speedlight
SB-600

Speedlight
SB-900
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Specifi cations

Note: Camera lineup and color availability may vary according to region.

Effective pixels Lens Focus range (from lens) Monitor Storage media ISO sensitivity Power sources Battery life*1 Dimensions (WxHxD) Weight

12.0 million

7x Zoom-NIKKOR; 6.6-46.2mm (35mm 
[135] format picture angle: 37-260mm); 
f/3.5-5.3; Digital zoom: up to 4x (35mm 
[135] format picture angle: 1040mm)

60cm (2 ft.) to infi nity (∞), 
Macro close-up mode: 
2cm (0.8 in.) to infi nity (∞)

2.7-in., approx. 230k-dot, 
wide-viewing angle TFT 
LCD with anti-reflection 
coating

I n t e r n a l  m e m o r y 
(approx. 44 MB), SD/
SDHC memory cards*2

ISO 64, 100, 200, 400, 800, 1600, 3200*3,
6400*3, Auto (auto gain ISO 64-800), High 
sensitivity mode*3 (ISO 640-3200), Fixed 
range auto (ISO 64-200, 64-400)

Rechargeable Li-ion Battery 
E N - E L12  ( s u p p l i e d ) ,  A C 
Adapter EH-62F (optional)

Approx. 220 shots with 
EN-EL12 battery

Approx. 96.5 x 57.5 
x 25.5 mm (3.8 x 
2.3 x 1 in.) excluding 
projections

Approx. 140 g 
(4.9 oz.) without 
battery and SD/
SDHC memory 
card

12.2 million

4x Zoom-NIKKOR; 5.0-20.0mm (35mm 
[135] format picture angle: 28-112mm); 
f/2.7-5.8; Digital zoom: up to 4x (35mm 
[135] format picture angle: 448mm)

50cm (1 ft. 8 in.) to infi nity 
(∞), Macro close-up mode: 
2cm (0.8 in.) to infi nity (∞)

2.7-in., approx. 230k-dot, 
wide-viewing angle TFT LCD 
with anti-reflection coating, 
antifouling and water 
repellent layer, and screen 
brightness boost function

I n t e r n a l  m e m o r y 
(approx. 45 MB), SD/
SDHC memory cards*2

ISO 100, 200, 400, 800, 1600, 3200, 
6400, Auto (auto gain ISO 100-1600), 
Fixed range auto (ISO 100-400, 100-800)

Rechargeable Li-ion Battery 
E N - E L12  ( s u p p l i e d ) ,  A C 
Adapter EH-62F (optional)

Approx. 250 shots with 
EN-EL12 battery

Approx. 90 x 53 x 
23 mm (3.5 x 2.1 x 
0.9 in. )  exc luding 
projections

Approx. 120 g 
(4.2 oz.) without 
battery and SD/
SDHC memory 
card

10.0 million

3x Zoom-NIKKOR; 6.3-18.9mm (35mm 
[135] format picture angle: 35-105mm); 
f/3.1-5.9; Digital zoom: up to 4x (35mm 
[135] format picture angle: 420mm)

60cm (2 ft.) to infi nity (∞), 
Macro close-up mode: 
10cm (4 in.) to infi nity (∞)

3-in., approx. 230k-dot, 
TFT LCD with touch 
screen control and anti-
refl ection coating

I n t e r n a l  m e m o r y 
(approx. 44 MB), SD/
SDHC memory cards*2

ISO 80, 100, 200, 400, 800, 1600, 
2000, Auto (auto gain ISO 80-800), 
High ISO Sensitivity Auto (ISO 80-1600)

Rechargeable Li-ion Battery 
E N - E L10  ( s u p p l i e d ) ,  A C 
Adapter EH-62D (optional)

Approx. 160 shots with 
EN-EL10 battery

Approx. 91 x 57 x 
20 mm (3.6 x 2.3 x 
0.8 in. )  excluding 
projections

Approx. 115 g 
(4.1 oz.) without 
battery and SD/
SDHC memory 
card

10.0 million

3x Zoom-NIKKOR; 6.3-18.9mm (35mm 
[135] format picture angle: 35-105mm); 
f/3.1-5.9; Digital zoom: up to 4x (35mm 
[135] format picture angle: 420mm)

60cm (2 ft.) to infi nity (∞), 
Macro close-up mode: 
10cm (4 in.) to infi nity (∞)

2.5-in., approx. 150k-dot, 
TFT LCD

I n t e r n a l  m e m o r y 
(approx. 44 MB), SD/
SDHC memory cards*2

ISO 80, 100, 200, 400, 800, 1600, 
2000, Auto (auto gain ISO 80-800), 
High ISO Sensitivity Auto (ISO 80-1600)

Rechargeable Li-ion Battery 
E N - E L10  ( s u p p l i e d ) ,  A C 
Adapter EH-62D (optional)

Approx. 180 shots with 
EN-EL10 battery

Approx. 89.5 x 55.5 
x 18 mm (3.5 x 2.2 
x 0.7 in.) excluding 
projections

Approx. 100 g 
(3.5 oz.) without 
battery and SD/
SDHC memory 
card

10.0 million

5x Zoom-NIKKOR; 5.9-29.5mm (35mm 
[135] format picture angle: 33-165mm); 
f/3.8-4.8; Digital zoom: up to 4x (35mm 
[135] format picture angle: 660mm)

60cm (2 ft.) to infi nity (∞), 
Macro close-up mode: 
9cm (3.5 in.) to infi nity (∞)

3.5-in., wide, approx. 
230k-dot, wide-viewing 
angle TFT LCD with 
touch screen control and 
anti-refl ection coating

I n t e r n a l  m e m o r y 
(approx. 20 MB), SD/
SDHC memory cards*2

ISO 64, 100, 200, 400, 800, 1600, 2000, 
3200*4, Auto (auto gain ISO 64-800), 
High ISO Sensitivity Auto (ISO 64-1600)

Rechargeable Li-ion Battery 
E N - E L10  ( s u p p l i e d ) ,  A C 
Adapter EH-63 (optional)

Approx. 140 shots with 
EN-EL10 battery

Approx. 97.5 x 60 
x 22 mm (3.8 x 2.4 
x 0.9 in.) excluding 
projections

Approx. 145 g 
(5.1 oz.) without 
battery and SD/
SDHC memory 
card

13.5 million

4x Zoom-NIKKOR; 6.0-24.0mm (35mm 
[135] format picture angle: 28-112mm); 
f/2.7-5.9; Digital zoom: up to 4x (35mm 
[135] format picture angle: 448mm)

50cm (1 ft. 8 in.) to infi nity 
(∞), Macro close-up mode: 
2cm (0.8 in.) to infi nity (∞)

2.7-in., approx. 230k-dot, 
wide-viewing angle TFT 
LCD with anti-reflection 
coating

I n t e r n a l  m e m o r y 
(approx. 48 MB), SD/
SDHC memory cards*2

ISO 64, 100, 200, 400, 800, 1600, 
2000, 3200*3, 6400*3, Auto (auto gain 
ISO 64-800), High ISO Sensitivity Auto 
( ISO 64-1600), Fixed range auto ( ISO 
64-100, 64-200, 64-400)

Rechargeable Li-ion Battery 
EN-EL5 (supplied), AC Adapter 
EH-66 (supplied)

Approx. 260 shots with 
EN-EL5 battery

Approx. 107 x 65.5 
x 42 mm (4.2 x 2.6 
x 1.7 in.) excluding 
projections

Approx. 240 g 
(8.5 oz.) without 
battery and SD/
SDHC memory 
card

12.1 million

24x Zoom-NIKKOR; 4.6-110.4mm (35mm 
[135] format picture angle: 26-624mm); 
f/2.8-5; Digital zoom: up to 4x (35mm 
[135] format picture angle: 2496mm)

50cm (1 ft. 8 in.) to infi nity 
(∞), Macro close-up mode: 
1cm (0.4 in.) to infi nity (∞)

3-in., approx. 230k-dot, 
vari-angle TFT LCD with 
anti-reflection coating, 
Electronic Viewfinder, 
0.24-in., approx. 230k-dot

I n t e r n a l  m e m o r y 
(approx. 47 MB), SD/
SDHC memory cards*2

ISO 64, 100, 200, 400, 800, 1600, 
3200*3, 6400*3, Auto (auto gain ISO 
64-800), High ISO Sensitivity Auto (ISO 
64-1600), Fixed range auto (ISO 64-100, 
64-200, 64-400)

Rechargeable Li-ion Battery 
EN-EL5 (supplied), AC Adapter 
EH-62A (optional)

Approx. 200 shots with 
EN-EL5 battery

Approx. 114 x 83 x 
99 mm (4.5 x 3.3 
x 3.9 in.) excluding 
projections

Approx. 460 g 
(16.2 oz.) without 
battery and SD/
SDHC memory 
card

10.0 million

15x Zoom-NIKKOR; 5.0-75.0mm (35mm 
[135] format picture angle: 28-420mm); 
f/3.5-5.4; Digital zoom: up to 4x (35mm 
[135] format picture angle: 1680mm)

50cm (1 ft. 8 in.) to infi nity 
(∞); Macro close-up mode: 
1cm (0.4 in.) to infi nity (∞)

3-in., approx. 230k-
dot, TFT LCD with anti-
refl ection coating

I n t e r n a l  m e m o r y 
(approx. 44 MB), SD/
SDHC memory cards*2

Auto (auto gain ISO 80-800), High 
sensitivity mode*3 (ISO 720-3200)

Four AA alkaline (supplied), or 
lithium batteries, AC Adapter 
EH-67 (optional)

Approx. 350 shots with 
alkaline, or 900 shots 
with lithium

Approx.  110 x 72 
x 78 mm (4.3 x 2.8 
x 3 in. )  exc luding 
projections

Approx. 355 g 
(12.5 oz.) without 
battery and SD/
SDHC memory 
card

10.0 million

3.6x Zoom-NIKKOR; 6.7-24.0mm (35mm 
[135] format picture angle: 38-136mm); 
f/3.1-6.7; Digital zoom: up to 4x (35mm 
[135] format picture angle: 544mm)

30cm (1 ft.) to infi nity (∞); 
Macro close-up mode: 
5cm (2 in.) to infi nity (∞)

3-in., approx. 230k-
dot, TFT LCD

I n t e r n a l  m e m o r y 
(approx. 20 MB), SD/
SDHC memory cards*2

Auto (auto gain ISO 64-1600) Two AA alkaline (supplied), or 
lithium batteries, two EN-MH2 
rechargeable Ni-MH batteries 
(optional), AC Adapter EH-65A 
(optional)

Approx. 240 shots with 
alkaline, 440 shots with 
EN-MH2, or 630 shots 
with lithium

Approx. 96.5 x 61 
x 29 mm (3.8 x 2.4 
x 1.2 in.) excluding 
projections

Approx. 135 g 
(4.8 oz.) without 
battery and SD/
SDHC memory 
card

8.0 million

3.6x Zoom-NIKKOR; 6.7-24.0mm (35mm 
[135] format picture angle: 41-145mm); 
f/3.1-6.7; Digital zoom: up to 4x (35mm 
[135] format picture angle: 580mm)

30cm (1 ft.) to infi nity (∞); 
Macro close-up mode: 
5cm (2 in.) to infi nity (∞)

2.7-in., approx. 230k-dot, 
TFT LCD

I n t e r n a l  m e m o r y 
(approx. 20 MB), SD/
SDHC memory cards*2

Auto (auto gain ISO 64-1600) Two AA alkaline (supplied), or 
lithium batteries, two EN-MH2 
rechargeable Ni-MH batteries 
(optional), AC Adapter EH-65A 
(optional)

Approx. 240 shots with 
alkaline, 440 shots with 
EN-MH2, or 630 shots 
with lithium

Approx. 96.5 x 61 
x 29 mm (3.8 x 2.4 
x 1.2 in.) excluding 
projections

Approx. 130 g 
(4.6 oz.) without 
battery and SD/
SDHC memory 
card

*1 Based on CIPA industry standard for measuring life of camera batteries. Measured at 23°C (73°F); zoom adjusted with each shot, built-in fl ash fi red with every other shot, image mode set to Normal.
*2 Not compatible with Multi Media Cards (MMC).
*3 Setting is available only for image sizes of 3M (2048 x 1536) or smaller.
*4 Setting is available only for image sizes of 5M (2592 x 1944) or smaller.
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